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LODIES

A-Tube Nano expresses light in its purest form, featuring a suspension
lamp that draws afine line of light through space. The ultra-light
aluminum structure, with a slim diameter of just 2 cm, holds a

transparent methacrylate diffuser at its lower end, with an internal LED
modul e that emits a soft, enveloping glow.

A-Tube Nano small Light source Structure: Metal Diffuser: Methacrylate  Cable Code 2700 K Code 3000 K
I LED . Matte Black — 900% Clear Clear 15822 2020 15822 2035
2700 K
Max 400 cm
Wax 5748" 3W/450 Im ‘ Matte Champagne Clear Clear 15822 4520 15822 4535
350 mA L
CRI 90
1 MacAdam 3-Step | Gold Clear Clear 15822 5020 15822 5035
30cm
1.81"
Terra Clear Clear 15822 6720 15822 6735
Il g2 O
LED ’ Matte Black — 9008 Clear . Black 15826 2020 15826 2035
3000 K
3W /480 Im : Matte Champagne Clear . Black 15826 4520 15826 4535
350 mA
CRI 90 | Gold Clear . Black 15826 5020 15826 5035
MacAdam 3-Step
‘ ’ Terra Clear . Black 15826 6720 15826 6735

LED and driver included

CNet weight: 0.22 kg) CParceIs: 2)

Energy efficiency class
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Ecodesign Regulation

The LED-only light source contained in
this fixture must only be replaced by the
manufacturer, its support service or
similarly qualified personnel.
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The LED driver contained in this fixture
must only be replaced by the
manufacturer, its support service or
similarly qualified personnel.

Cluster suspension lamps must be installed on a canopy: find out more on lodes.com/en/canopies
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https://www.lodes.com/en/canopies/
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Options of A-Tube Nano

A-Tube Nano medium A-Tube Nano large A-Tube Nano XL
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